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" SERIE EVOLUTION “Esc /Eu CASSEFORTI a MOBILE

B FREE STANDING SAFES
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() Combinazione Elettronica

_ Digitale

- Frontale e porta in lamiera d'acciaio monoblocco,
tagliati al laser.

- Serratura di sicurezza a combinazione elettronica
digitale certificata UNI EN 1300.

- Manopola e tastiera digitale a filo porta.

- Possibilita di pit codici utenti.

+ Possibilita di programmazione del ritardo di
apertura.

- 7 catenacciin acciaio nichelato, girevoli, @ 22 mm.

« Piastra in acciaio al manganese a protezione
del meccanismo della serratura e dei catenacci
orizzontali e verticali superiori.

- 2ripiani interni in legno.

« Elegante tappetino sulla base.

- Fori di ancoraggio sulla base e sullo schienale
(2+4).

ESC/730E: - Frontale e porta8 mm
« Corpo 4 mm

ESC/950E: - Frontale e porta 10 mm
« Corpo 5 mm

ESC/730E

Elegante rivestimento Elegant covering in solid wood
in legno tinta noce ancient-looking walnut

& Digital Electronic
Combination

c € - Frontal panel and door in one-piece steel
construction, laser cut.

- Electronic lock EN 1300 certified, controlled by a
high performing electronic system provided by
permanent memory.

+ Recessed knob and keypad.

« Possibility of more users codes.

- Possibility to program a time-delay opening.

7 nickel-plated rotating steel bolts @ 22 mm.

« Lock mechanism protected by manganese-steel
plate and the horizontal and top vertical bolts.

« 2internal wood shelves.

- Inside base with elegant carpet.

« Pre-drilled anchor holes on floor and wall
mounting (2+4).

MADE inITALYAM Tecno Zaror

ESC/730E: - Front and door thick. 8 mm
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(ode External dim. mm. Internal dim. mm. Door dim. mm. Numberofbolts ~ Weight ~ Volume ESC/950E: - Front and door thick. 10 mm
Alt/H Larg/W | Prof/D Alt/H | Larg/W | Prof/D Alt/H | Larg/W |Oriz/Horiz |  Vert Kg Lt . BOdy thick. 5 mm
ESC/730E 730 535 | 445 | 590 | 420 | 350 | 510 | 330 3 242 83 85
ESC/950E 950 630 | 550 | 810 | 515 | 455 | 740 | 440 3 2+2 160 | 190






